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Display and Sales Shelf with Subdividing and ReliUing Device 

Albert Gemperle, Hombrechtikon, has been named as inventor. 



The invention pertains to a display and sales shelf with a subdividing and refilling device. 
Shelves of wood, metal, and transparent plastic are already known in which partitions are 
used to subdivide the shelf into channels extending transversely to the lengthwise dimension of 
the shelf. The prepackaged merchandise such as packages of cigarettes can then be loaded into 
the channels thus formed. After the package at the front has been removed, it is desirable for the 
empty space to be refilled. For this purpose, various systems have akeady been proposed, in- 
cluding a design with a sharp tilt to the shelf, so that the merchandise slides down by itself Ac- 
cording to another proposal, a roller is installed behind the row of merchandise. Even though the 
shelf is tilted only slightly, the roller is nevertheless able to push the merchandise down. A 
mechanism is also known, however, in which a spiral spring stretches down along the row of 
packages and rolls itself up behind the last package, thus causing the merchandise to be resup- 
plied automatically. A spring of this type, however, has the tendency to push the entire stack 
upward, which is especially likely to happen when the package at the very front is removed. 

The subdividing and refilling device according to the invention is characterized in that 
rails which form separate channels are provided, where an elastic tension element is provided for 
each channel. This element is attached to the rail and passes around a roller at the front, thus 
pulling a pusher toward the forward stop. 

The drawing shows an exemplary embodiment of the object of the invention: 
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- Figure 1 shows a plan view of a shelf with a subdividing and refilling device; 

- Figure 2 shows a cross section through the shelf fi-om the side view of the device; and 

- Figure 3 shows a detailed cross section along line III-III of Figure 1. 

At the forward edge, the shelf 1 has a lengthwise stop strip 2. The rails 3, which run 
crosswise to the shelf, have T-shaped recesses in the manner of so-called "curtain rails" and di- 
vide the shelf into individual channels 4, which serve to accept the packaged merchandise, e.g., 
cigarette packages 5. At the fi-ont end of the rail is a roller 6, around which the elastic tension 
element 7, e.g. a rubber cord, rubber band, or spring, passes. This tension element is housed in 
the hollow space inside the rail and is attached at one end to a suitable point 8 on the rail and at 
the other end to the pusher 9. 

The packages 5 are inserted in the channel 4 to form a row, which extends between the 
fi-ont stop strip 2 and the pusher 9, which is thus pushed into a rear position. As a result of the 
tension exerted by the band 7, the packages are always being pushed by the pusher 9 against the 
stop strip. After the package at the front is removed, the empty spot is refilled automatically. 

A similar rail 1 1 is attached near the rear edge of the shelf, but this time it extends in the 
lengthwise direction. It serves to support the rails 3, which are attached to it, and also serves to 
anchor the hold-down strap 12, which presses elastically down toward the shelf This strap ex- 
tends up as far as the package in the position second from the front and is intended to prevent the 
entire row or a part of it from jumping out of the channel when the package at the front is re- 
moved. 

The hold-down strap 1 2 and the rails 3 can be attached at various points on the rail 11 by 
the use of screws 13, 14, vAdch makes it possible to adapt the system to the type of package to be 
displayed. 

CLAIM 

Display and sales shelf with a subdividing and refilling device, characterized in that rails 
which form separate channels are provided, where an elastic tension element is provided for each 
channel, this element being attached to the rail and passing around a roller at the front, thus 
pulling a pusher toward the forward stop. 
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SUBCLAIMS 

1 . Shelf with refilling device according to the Claim, characterized in that the rails have a 
recess with a T-shaped cross section, in which the tension element is housed and in wiiich tiie 
guide base of the pusher slides. 

2. Shelf with refilling device according to the Claim and Subclaim 1, characterized in 
that the roller around which the tension element passes is also installed in the T-shaped recess, 
near the firont edge of the shelf. 

3 . Shelf with refilling device according to the Claim, characterized in that a rubber cord 
is used as the tension element. 

4. Shelf with refilling device according to the Claim, characterized in that an elastic 
hold-down strap, which pushes downward toward the shelf and which is anchored near the rear 

V edge of the shelf, is provided for each channel. 

5. Shelf with refilling device according to the Claim and Subclaim 4, characterized in 
that a profiled rail in which the hold-down strap is anchored is provided near the rear edge of the 
shelf. 

Albert Gemperle 

Representative: A. Rossel, Engineer Certified by the Swiss Institute of Technology, Zurich 
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HAUPTPATENT 

Albert Gemperle, Hombrechtikon 
Schau- mA Verkaufstablar nait Untertellungs- mid Nachschubvorrichtung 

AlbCTt Gempcrie, Hombrechtikon, ist als Brfinder genannt wordea 



Die Erfindung betrifft ein Schau- xmd Vcrkaufs- 
tabtar miti Unterteauogs- tmd Nachschubvorriclitui^. 

Es sind bereite Tablare aus Holz, Motall und 
durchsichtigem Kunststoff bekannt, die quer zur 

* Tablarlange durch Zwischenwande unterteilt sind, 
wobei in die so gebildeten KanSle die vorverpackte 
Ware, z,B. Zigaretten, eingefiillt ist. Nach Weg- 
nahme der vordersten Packung ist es wiinschenswert, 
dafi jeweils ein Nachschub erfolgt Za diesem Zwecke 

M wurden bereits verschiedenc Anlagen vorgesdjlagpn, 
u. a, eine starke Neigung des Tablars, so daB ein 
selbsttatiges Nachrutsclien erfolgt, oder die Anbrin- 
gung einer Walze liinter dem Warenst^el, die bei 
gCTngerer Neigung des Tablars trotzdem noch eia 

15 Nachschieben verursacht. Es besteht aber auch be- 
reits ein Mechanismus, bei welchem eine Spiralfeder 
unter dem Stapel durdigestreckt wird und liinter 
diesem sich aufrollt, so das Nachschieben verur- 
sachend. Eine solche Feder hat die Tendenz, den 

so ganzen Stapel hocbzugeben, was insbesondere bei 
der Wegnahme der vordersten Packung noch ver- 
mehrt der Fall ist 

Die erfindungs^mafie Unterteilung?- und Nach- 
schubvorrichtung zeichnet slch dadurch aus, daB 

as Schienen angcordnet smd, die abgetrennte Kai^e 
bilden, wobei an den Schienen pro Kanal ein elasti- 
sches Zugorgan, das fiber eme vordere Walze lauft 
und eincn Schiebcr gegen den vorderen Anschlag 
zieht,befestigtist 

80 Auf der Zeichnung ist ein Ausfiihrungsbeispiel 
des Erfindung9gegenstandes dargestdlt Es zeigt: 

Fig. 1 eine Draufsicht auf ein Tablar mit Unter- 
tellung3- und Nachschubvorrichtung, 

Fig. 2 einen Schnitt durch das Tablar mit Seiten- 

35 ansichtderVorriditungund 



Fig. 3 emen Detailschnitt nach der Linie IH-ni 
mFig. 1. 

An seiner vorderen Kante weist das Tablar 1 
eine ISngsverlaufende AnscUagleiste 2 aut Die quer 
zum Tablar 1 angeordneten Schienen 3 mit im 4o 
Querschnitt T-f6miigen Ausnehmungen, sogenannten 
Voifaangschienen, teHen das Tablar in einzelne 
Kanale 4 aii^ die d^ Aufaahme von verpackt^ 
Ware, z. B. Zigarettenpackchen 5, dienen. Am vorde- 
ren Ende der Schiene befindet sich die Walze 6, 45 
urn die das elastische Zugorgan 7, z. B. Gummi- 
scfanur, -band oder Feder, umgelenkt ist Dieses 
Zugorgan ist im Hohlraum dier Schiene untergebracht 
und einetseits an der Stelle 8 der Schiene befestigt, 
wShrend es anderseits mit dem Schieber 9 verbunden so 
ist 

Tm Kanal 4 werden die Packdien 5 zu einem 
Stapel eingesetzt, und zwar zwischen der vorderen 
Anschlag^eiste 2 und dem zuriickgedriickten Schie- 
ber 9. Durch den Zug des Bandes 7 werden die ss 
Packchen jederzeit vom Schieber 9 gegen die An- 
schlagleiste geprefit Nach Wegnahme des vordersten 
Packchens erfolgt automatisch der Nachschub. 

Nahe der hinteren Kante des Tablars ist, diesmal 
aber ISngsverlaufend, eine g^eichartige Schiene 11 6o 
angebradity die einerseits der Befestigung und Ab- 
stQtzung der Schienen 3 dient und anderseits der 
Halterung des gegen das Tablar fedemden BMte- 
biigels 12. Dieser reicht bis zum zweitvordersten 
Packdien und soil verhmdem, dafi bei dessen Heraus- 68 
nahme der ganze Stapel oder em Teil nach oben 
heraussprmgt. 

Haltebtlgel 12 und Schienen 3 konnen fiber die 
Schrauben 13 respektive 14 an verschiedenen Stellen 
der Schiene 11 befestigt werden, was ein Aiq>assen an vo 
die einzuordnenden PSckchen gestattet 



412 251 

PATENTANiiPRUCH 
Schau- und Vexkaufstablar mit Uiiterteiluiigs- 
imd Nachschubvorrlditunfe dadurch gekennzeidinet 
daB Schienen angeordnet sind, die abgetrennte KanMle 
5 bUden, wobei an den Schienen pro iCanal ein 
elastisches Zugorgao, das tiber eine vordere Walze 
ISuft und einen Scihieber g^gjsn den voideten An- 
scblag zieht, bef estigt ist 

UNTERANSPRUCHB 

10 1 . Tablar mit Nachschubvorrichtung nach Patent* 
anspruch, dadurch gek^nzeidinet, daB die Schienen 
im QueiBchnitt gesehen eine T-fOnnige Ausnehmung 
aufnrelseh, in wdcher das Zugorgan untergpbracht 
ist Und der FiihrungsfuB des Schiebers gleitet 

18 2. Tablar mit Nachschubvorrichtung nach Patent- 
anspruch und Unteranspruch 1, dadurch gekennzeich- 
net daB die Walze, ttber welche das Zugorgan Woft, 



nahe 6a yorderen Tablarkante ebenf alls in der T-fflr- 
mi^n Ausnehmung angeordnet ist 

3. Tablar mit Nachschubvorrichtung nach Patent- » 
anspruch, dadurch gekennzeichnet, daB als Zugorgan 
ein Gummizug angeordnet ist 

4. Tablar.mit Nachschubvorrichtung nach Patent- 
anspradi, dadurch gekennzeichnet, daB pro Kanal 
em gegen das Tablar federnder Tiefhaltebiigel ange- u 
ordnet ist, der nahe der Wnteren Tablarkante be- 

f estigt ist 

5. Tablar mit Nachschubvorrichtung nach Patent- 
anspruch und Unteranspruch 4, dadurch gekenn- 
zeichnet, dafl nahe der hinteren Tablarkante eine m 
Profilschiene angeordnet ist, in welcher der Halte- 
btigelbefestigtist 

Albert Geraperle 
Vertretcr: ARossel, dipl. Ing. ETH, ZCirich 
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